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GENERAL DESCRIPTION 


ing operation for support, strength and 
long, long life. 


features 

• It's metal . . . 

It folds 

• Easy to clean 

• Fireproof 

• Economical 

• Aluminum or 
Steel 

• Hear better 

with Splen-door 

• Durable Vinyl 

Hinge 

• Locks or Latches 

• Switches 

• Sweep Strips 

• Fits any opening 

To 12' high in Steel 
To 25' high in Aluminum 

• Mildew Proof 

• Nylon Wheels and 

Aluminum Track 

• 6063 ST 5 

Extruded Aluminum 



SPLEN-DOORS consist of specially designed panels of factory finished steel or extruded 
aluminum to form an accordion type folding door to be provided for permanent usage 
as a movable partition for rooms in churches or schools. 

SPLEN-DOORS are equally useful for room division in gymnasiums, hospitals, offices, insti¬ 
tutions, restaurants, hotels, motels and residences. SPLEN-DOORS are desirable to utilize 
large areas or to form small areas in various numbers for size and location. 


construction... 

The entire frame is made of metal—Aluminum or Steel—which represents the finished door. 
The units ride in an aluminum track with nylon rollers. Each panel has its own hangers. 
The vinyl hinge is web-held to the panels. The panels are extruded aluminum or roll 
formed steel. 


r a n c h . • • 

Constructed of 24-gauge roll formed 
steel panels that are all one piece—no 
welds—for durability and economy. 
Heights to 12-feet and unlimited widths 
in 10 baked enamel colors. 


accessories... 


apex... 

These are the aristocrats of doors. Each 
panel is .056 extruded aluminum with 
an anodized finish in a choice of 3 per¬ 
manent decorator colors. The Alcoa 
Gold is completely sunproof and is 
ideal for outdoor use. Other colors are 
Tasco Silver and Aztec Gold. Apex 
model maximum height is 25' in un¬ 
limited widths. 


Keyed cylinder locks and latches . . . three types of switches, crossover, pivot or left and 
right hand side. Also floating jambs . . . meeting posts . . . foot bolts . . . sweep strips 
. . . recessed tracks . . . open cornice . . . curved tracks to any specification. (See page six 
for complete descriptions.) 


s i z e s • • • 

Splen-doors are available in heights from 2-feet to 25-feet and widths from 2-feet to 100- 
feet, or more if desired. (See pages 4-5). 
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harmonizing 

colors 


RANCH COLORS 

( 1) Bermuda Blue 
( 2) Bedford Blue 
( 3) Sunsand 
( 4) Ivory 
( 5) Fiesta Cream 
( 6) Dawn Grey 
( 7) Willow Green 
( 8) Cumberland Green 
( 9) Rock Island Gold 
(10) White 


finishes and colors... 

All Ranch finishes are baked on. The steel is first heat treated to 
600° to oxidize and temper it and to make it hold the finish per¬ 
fectly. The enamel is baked on at 350° for lasting beauty and dur¬ 
ability. The colors are decorator-selected for eye appeal and rest¬ 
ful color harmony in any surrounding. 


APEX COLORS 

(anodized) 

(11) Aztec Gold 

(12) Tasco Silver 

(13) Alcoa Gold 


g uara ntee 

All Splen-doors are guaranteed for 1 full year against defective 
workmanship and materials. 


I 


i 



Splen-doors open a new era in 
acoustical confidence... 

At last! A folding door that is acoustically correct for practically all applications. Large or 
small, steel or aluminum, all have the same acoustical properties. 

• Greatly attenuate the transmission of sound from room to room. 

• The shape of the panels does it . . . like a multi-faced acoustical deflector. 

• These same properties greatly enhance the acoustics inside the room closed off with 
Splen-doors. 

speak softer —yet hear better 
in a Splen-door room. 

Speakers are often amazed and pleased when they speak in a Splen-door room. No 
hollow "booming" when PA systems are used and no need for PA systems at all in many 
rooms. The shape of the panels does it! 

test data 

Splen-doors have been carefully tested by a recognized acoustical laboratory and have 
been found to be desirable in most any type of installation. 
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Ranch SPLEN-DOORS are manufac¬ 
tured up to 12'0" and Apex SPLEN- 
DOORS are manufactured up to 25'0" 
in height. Widths may extend to any 
requirements in both the Ranch and 
Apex Models. On double SPLEN- 
DOORS that meet on the same track, 
a center track stop automatically lo¬ 
cates doors at desired stop. Stack¬ 
ing dimension for doors wider than 15 
feet is IV 2 " per foot of opening width, 
plus 5V. 2 ". Doors less than 15 feet have 
a stacking dimension of lVfe" per lineal 
feet of opening, plus 4Va (See 
Dimension A.) 



DOUBLE 

DOORS 


track mountings 



tV/OTU 

L—4V-J 

5*€cmi Ida th foa Swfto S'ne/Ps 


recess mounted 


surface mounted 
with cornice 


recess mounted 
with cornice 




representative installations 



C. residence 

BEDFORD, INDIANA 

Curved Splen-doors provide two rooms for more 
liveable space. 


A . company cafeteria 

ARGUS CAMERA COMPANY 
DETROIT, MICHIGAN 
Giffels & Rossetti, Architects 

Company cafeteria is divided to provide recreation 
or multi-purpose room. 


B. school 

CAHOKIA HIGH SCHOOL 
EAST ST. LOUIS, ILL. 

Splen-door's durability functions besl 


schools. 
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movable 
jamb pocketed 
door 
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rolling post 

pocketed \ s 

X 


door 




rolling 

post 

detail 


jamb 

installation 

detail 
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D. church 

EAST 49th ST. 

CHRISTIAN CHURCH 
INDIANAPOLIS, INDIANA 

3-way multiple meeting post used to divide a large 
classroom into two smaller rooms and provide a 
corridor for access to both. 


E. gymnasium 

BUTLER 2nd WARD 
SALT LAKE CITY, UTAH 

Richard H. Johnson—J. Leonard Harman, Architects 
Two Apex Splen-doors form a hallway and sep¬ 
arate the main auditorium from the recreation 
room. 


F. circular installation 

FIRST EVANGELICAL AND REFORMED CHURCH 
WAUKESHA, WISCONSIN 

Circular Splen-doors are provided by circular track 
only to the radius you desiTe. (Minimum 4'0"). 
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regular cornice 

The Splen-door Regular Cornice for in¬ 
stallations where the track is mounted at 
the ceiling line serves as a sound barrier 
and its adequate valance adds dignity 
and charm to the opening. 


track and roller assembly 

Specially engineered aluminum track 
helps to insure permanent operation of 
Splen-doors in your building. Virgin ny¬ 
lon rollers move quietly and smoothly 
and are attached to EACH PANEL by 
sturdy trouble-free swivel blocks and 
pins. 


accessories 


handles... 

Splen-door Handles are engi¬ 
neered to fulfill the most exact¬ 
ing requirement of sturdiness 
and refinement. Cast aluminum 
handles are of neutral alumi¬ 
num finish. 



locks 

Splen-door Locks consist of a 
5 tumbler type lock which may 
be master keyed. They offer a 
high degree of security, with 
the door itself being metal. 



sub channel 

Where it is appropriate to recess the 
Splen-door track in the ceiling, a Sub 
Channel is first installed, making possible 
the plastering or securing of any ceiling 
material and afterward mounting the 
track within the channel. 



floating jambs 

Many times, it is an advantage to store 
Splen-doors in a pocket. To conserve 
the width of the door that extends into 
the pocket, the Floating Jamb can be 
used. It rolls on the track at the jamb 
end of the door, and as the door is 
extended or closed, the jamb moves 
with the door to the face of the pocket. 
Minimum practical pocket width, 7V .2 
inches. 




latches 

Splen-door Latches are the ul¬ 
timate in doing a task with the 
minimum of superfluous, tricky, 
gadget-like parts. Refined — 
easy to use and secure. 


acoustical cornice 

Splen-door's Acoustical Cornice is de¬ 
signed to cope with the strictest sound re¬ 
tarding requirement. It is installed so 
that the track is above the ceiling. 


sweep strips 

Splen-door Sweep Strips were engineer¬ 
ed as a necessity where sound transmis¬ 
sion must be held to a minimum. Con¬ 
tinuous sweep strips are attached to 
each panel top or bottom. They are of 
the most durable vinyls. 








































mm 



cross over switch 

The Splen-door Cross Over Switch 
makes possible the crossing of a 
through track on a simple 90 degree 
turn. The switch must be mounted %" 
(five-eighths inch) above the level of 
the tops of the adjoining tracks which at¬ 
tach securely to the switch base plate. 


Jfc■ 


$ah 





side switch 

Splen-door Side Switches insure com¬ 
plete clearance of the opening and per¬ 
mit Splen-doors to be moved across the 
switch in a straight line, or may be 
shifted to move in a curve to another 
track. 



pivot switch 

The standard Splen-door Pivot Switch makes 
possible right angle turns of Splen-doors up to 
20 feet in width. Larger switches are available 
to suit. The Pivot Switch is particularly func¬ 
tional where doors are to be stacked along a 
wall or close another opening at 90°. The 
Pivot Switch must be mounted 1%" (one and 
three-quarter inches) above the level of the top 
of the track, while the 42" and 48" wide Pivot 
Switch must be mounted 2" (two inches) above 
the top of the track which attach securely to 
the switch base plate. 
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multiple meeting post 
and foot bolt 

Splen-door's Multiple Meeting Post is an indi¬ 
vidual unit and is suspended and moves on 
nylon rollers along the track. It simply and 
uniquely allows each Splen-door, from any of 
three directions, to meet and be latched se¬ 
curely in position. The spring-loaded Foot Bolt 
is used with each Multiple Meeting Post. It fixes 
it securely at any point along the track. The 
Foot Bolt also is used on lead posts to secure 
the rigidity and prevent swaying. 



electrically and mechanically 
operated Splen-doors 

Splen-door electrical or mechanical remotely controlled doors are most 
efficient and positive as singles or pairs. They are moved by 3/32" air¬ 
plane cables. Splen-door engineers study each installation and plans are 
submitted to suit the requirements. Special track is used to isolate the 
moving draw cables from the regular Splen-door rolling parts. Motors 
are available in Vi or V 3 horsepower, 110 or 220 volt, AC or DC. They 
are lubricated for life and require no maintenance. Complete wiring 
diagrams are supplied for each installation for the convenience of your 
electrical contractor. Key switches are provided for the electrical con¬ 
tractor to be located anywhere in the building in sight of door operation. 
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representative Splen-door 
distributors 

(only a few are listed due to limited space) 



ATLANTA VENETIAN BLIND 

Atlanta, Georga 

JONES SOUND CONDITIONING 

Ardmore, Pennsylvania 

R & E STEEL COMPANY 

Austin, Texas 

E. R. YOUNG COMPANY 

Billings, Montana 

O. C. WITTE, COMPANY 

Detroit, Michigan 

METALFOLD DOOR OF CA. 

Edmonton, Alberta, Ca. 

SPLENDOR OF INDIANAPOLIS 

Indianapolis, Indiana 

GEORGE WILL COMPANY 

Kansas City, Missouri 

CALDER DOOR SALE 

Lancaster, Pennsylvania 

SPLENDOR OF CALIFORNIA 

Los Angeles, California 

MORTON SALES COMPANY 

Montgomery, Alabama 

INSULATION SERVICE 

Milwaukee, Wisconsin 

E. C. HOLLAND 

Oswego, Oregon 

MISSOURI BUILDERS 

St. Louis, Missouri 

SPLENDOR OF UTAH 

Salt Lake City, Utah 

SPLENDOR OF FLORDA 

Tampa, Florida 


specifications 


suggested architect's 

Ranch 

Splen-door Ranch folding doors as manufactured by Splen¬ 
dor Corp., New Castle, Indiana, comprised of a series of 
specially rolled 24 gauge voluted prime steel panels con¬ 
nected longitudinally by a vinyl equalizing hinge (guaran¬ 
teed for life of Splen-door) and other component parts with 
factory bonded finish and all suspended and movable in 
an opening and closing manner from extruded aluminum 
track, complete with cornice, hardware and necessary in¬ 
stallation items. 


Apex 

Splen-door Apex folding doors as manufactured by Splen¬ 
dor Corp., New Castle, Indiana, comprised of a series of 
specially extruded aluminum panels connected longitudinally 
by a vinyl equalizing hinge (guaranteed for life of Splen- 
door) and other component parts etched and color anodized 
and all suspended and movable in an opening and closing 
manner from extruded aluminum track, complete with cor¬ 
nice, hardware and necessary installation items. 


distribution 



The Splendor Corporation has distribution and warehousing points 
major city. See your yellow pages "Doors-Folding." 


in nearly every 


TOW Will PIN* TOWS 

^ maicst 

JpHn-dbor 

** If Alia IN TNI 


SPLENDOR CORPORATION 

501 EAST NEW YORK, NEW CASTLE, 
phone: Jackson 9-3036 
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